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Federal Railroad Administration, DOT § 229.9 

Upper 99% confidence limit means the 
noise level below which 99% of all noise 
level measurements must lie. 

Washing system means a system for 
use by railroad employees to maintain 
personal cleanliness that includes a se-
cured sink or basin, water, anti-
bacterial soap, and paper towels; or 
antibacterial waterless soap and paper 
towels; or antibacterial moist 
towelettes and paper towels; or any 
other combination of suitable anti-
bacterial cleansing agents. 

Wide-nose locomotive means a loco-
motive with a short hood that spans 
the full width of the locomotive. 

[70 FR 37938, June 30, 2005, as amended at 71 
FR 36911, June 28, 2006; 71 FR 47666, Aug. 17, 
2006; 71 FR 61857, Oct. 19, 2006; 71 FR 63136, 
Oct. 27, 2006; 72 FR 59223, Oct. 19, 2007; 77 FR 
21342, Apr. 9, 2012; 83 FR 59217, Nov. 21, 2018] 

§ 229.7 Prohibited acts and penalties. 
(a) Federal Rail Safety Laws (49 

U.S.C. 20701–20703) make it unlawful for 
any carrier to use or permit to be used 
on its line any locomotive unless the 
entire locomotive and its appur-
tenances— 

(1) Are in proper condition and safe 
to operate in the service to which they 
are put, without unnecessary peril to 
life or limb; and 

(2) Have been inspected and tested as 
required by this part. 

(b) Any person (including but not 
limited to a railroad; any manager, su-
pervisor, official, or other employee or 
agent of a railroad; any owner, manu-
facturer, lessor, or lessee of railroad 
equipment, track, or facilities; any em-
ployee of such owner, manufacturer, 
lessor, lessee, or independent con-
tractor) who violates any requirement 
of this part or of the Federal Rail Safe-
ty Laws or causes the violation of any 
such requirement is subject to a civil 
penalty of at least $892, but not more 
than $29,192 per violation, except that: 
Penalties may be assessed against indi-
viduals only for willful violations, and, 
where a grossly negligent violation or 
a pattern of repeated violations has 
created an imminent hazard of death or 
injury to persons, or has caused death 
or injury, a penalty not to exceed 
$116,766 per violation may be assessed. 
Each day a violation continues shall 
constitute a separate offense. FRA’s 

website at www.fra.dot.gov contains a 
statement of agency civil penalty pol-
icy. 

(c) Any person who knowingly and 
willfully falsifies a record or report re-
quired by this part is subject to crimi-
nal penalties under 49 U.S.C. 21311. 

[77 FR 21342, Apr. 9, 2012, as amended at 77 
FR 24421, Apr. 24, 2012; 81 FR 43111, July 1, 
2016; 82 FR 16134, Apr. 3, 2017; 83 FR 60748, 
Nov. 27, 2018; 84 FR 23735, May 23, 2019; 84 FR 
37074, July 31, 2019] 

§ 229.9 Movement of non-complying lo-
comotives. 

(a) Except as provided in paragraphs 
(b), (c), § 229.125(g), and § 229.131(b) and 
(c)(1), a locomotive with one or more 
conditions not in compliance with this 
part may be moved only as a lite loco-
motive or a dead locomotive after the 
carrier has complied with the fol-
lowing: 

(1) A qualified person shall deter-
mine— 

(i) That it is safe to move the loco-
motive; and 

(ii) The maximum speed and other re-
strictions necessary for safely con-
ducting the movement; 

(2)(i) The engineer in charge of the 
movement of the locomotive shall be 
notified in writing and inform all other 
crew members in the cab of the pres-
ence of the non-complying locomotive 
and the maximum speed and other re-
strictions determined under paragraph 
(a)(1)(ii) of this section. 

(ii) A copy of the tag described in 
paragraph (a)(3) of this section may be 
used to provide the notification re-
quired by paragraph (a)(2)(i) of this sec-
tion. 

(3) A tag bearing the words ‘‘non- 
complying locomotive’’ and containing 
the following information, shall be se-
curely attached to the control stand on 
each MU or control cab locomotive and 
to the isolation switch or near the en-
gine start switch on every other type 
of locomotive— 

(i) The locomotive number; 
(ii) The name of the inspecting car-

rier; 
(iii) The inspection location and 

date; 
(iv) The nature of each defect; 
(v) Movement restrictions, if any; 
(vi) The destination; and 
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(vii) The signature of the person 
making the determinations required by 
this paragraph. 

(b) A locomotive that develops a non- 
complying condition enroute may con-
tinue to utilize its propelling motors, if 
the requirements of paragraph (a) are 
otherwise fully met, until the earlier 
of— 

(1) The next calendar day inspection, 
or 

(2) The nearest forward point where 
the repairs necessary to bring it into 
compliance can be made. 

(c) A non-complying locomotive may 
be moved lite or dead within a yard, at 
speeds not in excess of 10 miles per 
hour, without meeting the require-
ments of paragraph (a) of this section if 
the movement is solely for the purpose 
of repair. The carrier is responsible to 
insure that the movement may be safe-
ly made. 

(d) A dead locomotive may not con-
tinue in use following a calendar day 
inspection as a controlling locomotive 
or at the head of a train or locomotive 
consist. 

(e) A locomotive does not cease to be 
a locomotive because its propelling 
motor or motors are inoperative or be-
cause its control jumper cables are not 
connected. 

(f) Nothing in this section authorizes 
the movement of a locomotive subject 
to a Special Notice for Repair unless 
the movement is made in accordance 
with the restrictions contained in the 
Special Notice. 

(g) Paragraphs (a), (b), and (c) of this 
section shall not apply to sanitation 
conditions covered by §§ 229.137 and 
229.139. Sections 229.137 and 229.139 set 
forth specific requirements for the 
movement and repair of locomotives 
with defective sanitation compart-
ments. 

[45 FR 21109, Mar. 31, 1980, as amended at 61 
FR 8887, Mar. 6, 1996; 67 FR 16050, Apr. 4, 2002; 
72 FR 59223, Oct. 19, 2007] 

§ 229.11 Locomotive identification. 

(a) The letter ‘‘F’’ shall be legibly 
shown on each side of every locomotive 
near the end which for identification 
purposes will be known as the front 
end. 

(b) The locomotive number shall be 
displayed in clearly legible numbers on 
each side of each locomotive. 

§ 229.13 Control of locomotives. 
Except when a locomotive is moved 

in accordance with § 229.9, whenever 
two or more locomotives are coupled in 
remote or multiple control, the propul-
sion system, the sanders, and the 
power brake system of each locomotive 
shall respond to control from the cab of 
the controlling locomotive. If a dy-
namic brake or regenerative brake sys-
tem is in use, that portion of the sys-
tem in use shall respond to control 
from the cab of the controlling loco-
motive. 

§ 229.14 Non-MU control cab loco-
motives. 

On each non-MU control cab loco-
motive, only those components added 
to the passenger car that enable it to 
serve as a lead locomotive, control the 
locomotive actually providing tractive 
power, and otherwise control the move-
ment of the train, are subject to this 
part. 

§ 229.15 Remote control locomotives. 
(a) Design and operation. (1) Each lo-

comotive equipped with a locomotive 
control unit (LCU) shall respond only 
to the operator control units (OCUs) 
assigned to that receiver. 

(2) If one or more OCUs are assigned 
to a LCU, the LCU shall respond only 
to the OCU that is in primary com-
mand. If a subsequent OCU is assigned 
to a LCU, the previous assignment will 
be automatically cancelled. 

(3) If more than one OCU is assigned 
to a LCU, the secondary OCUs’ man 
down feature, bell, horn, and emer-
gency brake application functions shall 
remain active. The remote control sys-
tem shall be designed so that if the sig-
nal from the OCU to the RCL is inter-
rupted for a set period not to exceed 
five seconds, the remote control sys-
tem shall cause: 

(i) A full service application of the 
locomotive and train brakes; and 

(ii) The elimination of locomotive 
tractive effort. 

(4) Each OCU shall be designed to 
control only one RCL at a time. OCU’s 
having the capability to control more 
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